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GENERAL INFORMATION/INFORMATIIGENERALE/INFORMAZIONIGENERALI

Code Finishing LED type Power Input voltage Output current/voltage driver Driver LED flux System flux CCT CRI Optics Weight
LB01 DG Dark grey - 1x15Wmax. 220-240VAC - - - - - - 90 0,98 kg

Description / Descriere / Descrizione
EN - Waterproof wall lamp (IP54), direct distribution of the luminous flux, round shape, for LED bulbs with E27 socket.

RO - Aplica etansa (IP54), cu distributie directa a fluxului luminos, forma rotunda, pentru becuri cu LED-uri cu dulie E27.

IT - Applique stagna (IP54) con distribuzione diretta del flusso luminoso, forma tonda, per lampadine a LED con attacco E27.

Housing / Corp / Corpo
EN - Body of die-cast aluminum, electrostatically painted in dark grey. Silicone gaskets.

RO - Corpul din aluminiu turnat, vopsit in cdmp electrostatic, culoare gri inchis. Garnituri de etansare din silicon.

IT - Corpo in alluminio pressofuso verniciato a polveri, grigio scuro. Guarnizioni in silicone.

Optics / Sistem optic / Ottica

EN - Conical reflector made of white polyethylene foil. Clear glass diffuser.

RO - Reflector conic din folie de polietilend de culoare alba. Dispersor din sticld clara.

IT - Riflettore conico in foglio di polietilene bianco. Diffusore in vetro trasparente.

Electric gear / Aparataj de alimentare / Alimentazione 146

EN - Socket E27 made of heat-resistant and fireproof plastic. Block of terminals 2P+N (10A/250V/2,5 mm?).
RO - Dulie E27 din plastic termorezistent si ignifug. Clema de conexiuni 2P+N (10A/250V/2,5 mm?). &
@
IT - Portalampada E27 in plastica resistente al calore e ignifuga. Morsettiera 2P+N (10A/250V/2,5 mm3). -
Range of applications / Aplicatii / Campi di applicazione —
o
EN - Exterior decorative lighting, especially for building facades. I:O =
RO - lluminatul decorativ de exterior, in particular fatade ale cladirilor.
IT - lluminazione decorativa esterna, in particolare facciate di edifici.
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Standards:
EN 60598-1:2015 + A1:2018, EN 60598-2-1:2020, EN 60529:1992 + A2:2013, EN 55015:2019 + A11:2020 + A1:2015, EN 61000-3-2:2019,
EN 61000-3-3:2013 + A1:2019, EN 61547:2009.




