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Arké: 1P 16AX reversing-switch 2M grey

19013.2
Arké / Devices / Basic devices

1P 16AX reversing-switch 2M grey
1P 16 AX 250 V~ reversing switch, lightable, replaceable button, grey - 2
modules. Max 200 W for self-ballasted lamps (IEC 60669-1:2017)

Product Status
3 - Active

Minimum order quantity
20 NR

Video

« Arké lives in your time

Drawings

Space view Backside view 3D View


https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-Arke-livesinyourtime-always-spot.83246.mp4
https://www.vimar.com/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_19013.72403.2.png
https://www.vimar.com/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_19013.69143.2.png
https://www.vimar.com/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_19013.80935.2.PNG
https://www.vimar.com/en/int/catalog/product/index/code/19013.2
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Technical data

+ Class group: Domestic switching devices » Colour: Grey
. RAL-number (similar): 7015

« Wiring system: Intermediate switch « Label space/information surface: Yes

Class: Installation switch

« Method of operation: Rocker/button » lllumination: Optional
« Assembly arrangement: Modular device for domestic switching devices » Function lighting: Control and orientation
« Number of modules (module system): 2 « Type of lighting: LED exchangeable
Push button switch: Yes Suitable for degree of protection (IP): IP40
+« Number of rockers: 1 Nominal voltage: 250 v

« Mounting method: Flush mounted (plaster) Rated current: 1.600 A

« Type of fastening: Engage (snap) . Feedback-signal contact: No
« With mounting plate: No . Connection type: Screwed terminal
« Material: Plastic « Washing machine switch: No
Width of device: 44,80 mm

Height of device: 49,00 mm

. Depth of device: 36,85 mm

Built-in depth: 25,00 mm

. Material quality: Thermoplastic
. Halogen free: Yes

» Surface protection: Untreated
» Surface finishing: Matt

Certifications

+ 00. CE Marking - EU o 29. QCERT - Colombia (download)
o 01.1MQ - Italy (download) 31. TISI - Thailand

o 10. EAC Eurasian Customs Union o 36.1SI-India

o 14.TSE - Turkey (download) « 37. Marking - Morocco

o 15. CCC - China (download) o 92. ROHS UAE

o 19. NOM - Mexico » 96. Electrotechnical expert (download)

28. NSW / RCM - Australia (download) o 99. WEEE Directive (download)
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https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/IMQ_CA02.98019.05300_2021-11-29.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/TSEswitches.99680.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/2009010202325145_1.91557.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/NSWcomandiArké.88575.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/Cert2636.99377.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
https://www.vimar.com/en/int/catalog/product/index/code/19013.2
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Packaging

8 BB 7352 413184 8 BB7352 786712

Code 8007352413177 Code 8007352413184 Code 8007352706712
Quantity 1NR Quantity 20 NR Quantity 240 NR

Dim. 5.1x4.3x5.3 [cm] Dim. 26.9x11.6x9 [cm] Dim. 38x28.5x35.5 [cm]
Weight 41.6 [g] Weight 922.2 [g] Weight 11,066.4 [g]

Legal
Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out

by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products

are installed.For the terms of use of the information on the product info sheet see Conditions of Use.

Page 3 Vimar SpA - Viale Vicenza, 14 - 36063 Marostica VI - Italy - www.vimar.com 23/11/2022
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