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LIGHTING.

e Remarkable luminous efficacy of 135 Im/W for energy-efficient performance
MULTI
Integrated power switch as standard and CCT-switch versions (4000/5700K) for POWER

on-site flexibility

® &
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Standard equipped with wirethrough for faster installation

L]

Supplied with stainless steel ceiling and suspension clips

L]

Easy, tool-less electrical connection for faster installation

Specifications

Item Code Item Description Equivalent to (W) Power (W) Lumen (Im) Efficacy (Im/W) CCT (K) Net Weight (kg/pc)
On-Off

722000005000 LEDWaterproof-B3 L12-18/36W-840,/857 TL1/2x36W 18-36 2430 -4860 135 4000 -5700 0.789

Packaging information

Item Code Item Description EU HS Code |Dimensions (mm) (LxWxH) Gross Weight (kg/pc) EAN pc/box

722000005000  LEDWaterproof-B3 L12-18/36W-840/857 94051190  1253x63x60 0.90 6937209658852 1
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https://opple.eu/en/qr/WP_B3
https://opple.eu/en/pid/722000005000
https://opple.eu/en/pid/722000005000

Technical Specifications Electrical Supply C €

Lifetime (L70) 60,000 h Frequency 50 - 60
Lifetime (L80) 30,000 h Nominal voltage 220-240V
On-/Off-cycles 100,000 DC input voltage See catalogue appendix
Colour consistency 4 Connection Specifications
Cley Mechanical Properties
Dimmability On-Off . . WARRANTY
Housing material Polycarbonate
o
Béém'angle 120 Optical material Polycarbonate YEARS
Finishing Grey RAL 7035 Mounting clips Stainless steel
RAL-Number 7035
Colour rendering index >80 Ambient Conditions m ENERG"
(CRI) Operating temperature -20~45°C OPPLE Lighting
T LS143003618
Ingress Protection (IP) IP65 Application temperature 25°C >
Impact strength (IK) KO8 Storage environment -30-~50°C m
Protection class Il
Risk group (EN 62471) RGO 4
With control gear True
Glow wire test 650 °C _
Driver failure rate (at <05% 4
5,000 hrs) 36 B EE
Power factor 209 kWh/1000h LR 5
Input wire @ (mm) Tmm2 - 2.5mm2
Internal wiring (mm?) 3x1.5
Input cable @ (mm) 7 -1 mm?
Dimensional Drawing (mm)

I A &

Type A B c D

L600 633 586 50 56

L1200 1233 TI86 5% 56

11500 1533 1486 59 56

Installation Possibilities
@PPL /
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Check our website for more detailed product specifications.



